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Product Code OD CT W x T Static Load (F)
 OZ88S400063 12-14mm M8/M10 20 x 1.5mm 1,200 N

 OZ88S400064 15-19mm M8/M10 20 x 1.5mm 1,200 N

OZ88S400065 20-23mm M8/M10 20 x 1.5mm 1,200 N

OZ88S400066 25-28mm M8/M10 20 x 1.5mm 1,200 N

OZ88S400067 32-35mm M8/M10 20 x 1.5mm 1,200 N

OZ88S400068 40-46mm M8/M10 20 x 1.5mm 1,200 N

OZ88S400070 48-53mm M8/M10 20 x 2.0mm 1,400 N

OZ88S400071 54-58mm M8/M10 20 x 2.0mm 1,400 N

OZ88S400071.5 59-62mm M8/M10 20 x 2.0mm 1,400 N

OZ88S400072 63-67mm M8/M10 20 x 2.0mm 1,400 N

OZ88S400073 70-73mm M8/M10 20 x 2.0mm 1,400 N

OZ88S400074 74-80mm M8/M10 20 x 2.0mm 1,400 N

OZ88S400075 83-91mm M8/M10 20 x 2.0mm 1,400 N

OZ88S400076 101-106mm M8/M10 23 x 2.5mm 2,100 N

OZ88S400077 108-114mm M8/M10 23 x 2.5mm 2,100 N

OZ88S400078 159-163mm M8/M10 23 x 2.5mm 2,100 N

OZ88S400079 122-128mm M8/M10 23 x 2.5mm 2,100 N
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ACOUSTIC PIPE CLIP – HINGED

32 Bearing Road, Seven Hills, NSW 2147

Technical Data:
Noise reduction: According to DIN 4109
Temperature resistance: -50°C to +110°C
EPDM hardness: 45° +/- 5° Shore-A
Fire Behaviour: Class B2 according to DIN 4102
Connecting Thread: M8/M10
Electro Zinc plated


